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dimensions in mm

markilux 990
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The shear force is calculated on the basis of 2 fixture points per bracket, because - depending on the roof pitch - it cannot be 
guaranteed that 4 fixture points per bracket can used.

M = overall awning width
H = extension
Md = torque value for the bracket in the immediate vicinity of the arm
HT = bracket
FS = shear force
BM = no. of fixing points

Torque shear force

Torque [Nm = Newton metres] for the fixture bracket next to the arm, shear force [N = Newton] per 
fixture point in accordance with EN 13561, wind resistance class 2

Eaves fixture

At a pitch of more than 46° an 
area at least 60 cm deep must be 
available behind the awning to allow 
manual operation from the rear. This 
limitation does not apply to motor-
driven awnings. 
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dimensions in mm
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Information
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By using the additional flat fixture plate, the shear force is reduced in comparison with conventional eaves fixture.

M = overall awning width
H = extension
Md = torque value for the bracket in the immediate vicinity of the arm
HT = bracket
FS = shear force
BM = no. of fixing points

Torque shear force

Torque [Nm = Newton metres] for the fixture bracket next to the arm, shear force [N = Newton] per 
fixture point in accordance with EN 13561, wind resistance class 2

Eaves fixture with additional plate

At a pitch of more than 46° an 
area at least 60 cm deep must be 
available behind the awning to allow 
manual operation from the rear. This 
limitation does not apply to motor-
driven awnings. 
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dimensions in mm
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Face fixture with manual operation

WA = wall sealing profile
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dimensions in cm

Fitting 
Accessories

Technical 
Information

Optional 
Accessories

markilux
75

markilux
790

markilux
1300 stretch

markilux
1300

markilux
1100

markilux
1000 stretch

markilux
1000

markilux
930 swing

markilux
1650

markilux
1600 pavilion 2

markilux
1600 stretch

markilux
1600

markilux
1550

markilux
1500

markilux 
1200 stretch

markilux
1200

markilux
990

markilux
3300 / 

3300 pur

markilux
5010

markilux
6000

markilux
ES-1

Specification

markilux 
Collection

General 
Information

markilux 990

M = overall awning width
HT = bracket
MB = bracket fixture range
VB = adjustment range, face fixture bracket

dimensions in mm
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Bracket range for awnings with 2 folding arms
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