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The cassette awning - slim, strong and simply stylish
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Additional featuresTechnical highlightsDesign features

markilux 5010

• The shadeplus creates an 
additional room on the 
patio. Protection from the 
sun, the wind and inquisitive 
glances all in one

• radio-controlled motor 
with radio remote control 
for ease of use

• hard-wired motor operation 
(optionally with automatic 
weather controls) for 
straightforward and 
easy operation

• in the case of manual operation 
ease of use is ensured with 
the spring-assisted gearbox 

• wall sealing profi le to cover the 
gap between awning and wall 

• awning available in non-
standard RAL colours

• available with a valance 

• in spite of its slender shape 
the superior design of the 
markilux 5010 means that it 
is amongst the sturdiest and 
most robust of full cassette 
awnings on the market 

• the 85 mm roller tube 
ensures the highest stiffness 
and the best possible cover 
winding characteristics even 
at the largest widths 

• awning covers made of 
acrylic fabric or sunsilk snc 
with self-cleaning effect 

• front profi le with integrated 
gutter and hidden water 
drainage spouts 

• when closed the folding 
arms are protected from the 
weather by the cassette 

• the slim cassette awning 
with the elegant lines - 
from the design studio 

• the cover profi le is in the 
same colour as the cassette; 
this provides for a closed 
appearance even when 
the awning is extended 

• attractively shaped, rounded end 
caps complete the appearance 
of this slender cassette awning

• attractive brackets; design 
down to the last detail 

The cassette awning - slim, strong and simply stylish

markilux 5010
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Standard specification Standard frame colours Optional accessories

www.markilux.com
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markilux 5010

hard-wired or radio-controlled motor with 
remote control

Shadeplus / drop valance

lighting

light and wind sensor

valance

infra-red heater

Vibrabox / Sunis light sensor

coupled units

special powder-coated finish

traffic white - RAL 9016

metallic aluminium - RAL 9006

grey brown - similar to RAL 8019

light ivory - RAL 1015

off-white textured finish - 5233

stone grey metallic - 5215

anthracite metallic - 5204

manual operation with stainless steel 
winding handle

bonded awning cover

sunsilk snc fabric

sunsilk snc signature fabric

acrylic fabric 34

PVC fabric

corrosion-resistant and technically 
proven; twin steel-link chains at 
the elbow joints

shadeplus / drop valance 
(optional) retracted

pitch adjustment via the fixture 
brackets

markilux 5010 with wall sealing 
profile (optional)

shadeplus / drop valance 
(optional) during extension

during extension

side view showing gearbox eye for 
manual operation (standard)

face fixture
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markilux 5010

Front profi le end cap alternatively in

off-white textured fi nish - 5233

stone grey metallic - 5215

anthracite metallic - 5204

Frame colours

polished chrome

anthracite metallic

stone grey metallic

off-white textured fi nish

Lounge style line
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markilux 5010

● = standard specification
○ = optional accessories
– = not available
○* = radio-controlled motor using 433 MHz technology
○1 = with the markilux spotline
○2 = up to a maximum projection of 250 cm, up to a maximum width of 600 cm
●3 = up to a maximum projection of 250 cm, up to a maximum width of 600 cm
○4 = wall sealing profile up to a maximum awning pitch of 35°.
○5 = for the minimum widths please consult the section "Technical Information"
○6 = see bracket fixture range; without inner cover profile

Frame colours
traffic white - RAL 9016 ●
white aluminium - RAL 9006 ●
grey brown - similar to RAL 8019 ●
light ivory - RAL 1015 ●
off-white textured finish - 5233 (Lounge) ●
nano stone grey metallic - 5215 (Lounge) ●
anthracite metallic - 5204 (Lounge) ●
special powder-coated finish ○

The width of the awning cover is always less than the width of the awning. Please 
ask us about coupled units.
Awning pitch range: from 5° to 35° or 38° to 65° (to the horizontal).
Definition of the projection: Please consult the section "Technical Information". 
In the case of manual operation approximately 16 winding handle revolutions can 
be assumed per metre of awning projection.
The extension time in the case of motor operation is approx. 12 seconds per 
metre.
Definition of shadeplus drop: The shadeplus drop is measured from the bottom 
edge of the shadeplus profile to the bottom edge of the valance profile. Due to 
fabric thickness tolerances the actual drop may be shorter than the nominal drop 
by up to 5 cm. For the maximum shadeplus drops please consult the section 
"Technical Information".
A shadeplus is not available with a PVC cover.
Coupled folding-arm awnings are available up to a max. of 3 single units side 
by side, however only with a maximum of 6 folding-arms and only operated by 
motor.
A coupled unit is available with junction roller. Pattern repeat mismatches are 
possible in the case of junction roller covers.
A junction roller may not fit when the projection is the maximum for the width of 
each awning. (see also arm separation table)
If coupled blinds are fitted into a recess or reveal the overall width of the coupled 
awning must be at least 6 cm less than the width of the opening to allow the 
awning to be coupled. Make a special note if an awning is to be fitted into a recess 
or reveal and note the recess/reveal dimensions separately on the order. 
A radio-controlled motor in io technology is available, but io control is not 
available for the spotline. 
Radio controls are available in io technology - see the section "Optional 
Accessories". 

Operation
manual operation with stainless steel winding handle ●
servo-assisted operation ○
hard-wired motor ○
radio-controlled motor ○*

Shadeplus / drop valance
manual operation ○
hard-wired motor –
radio-controlled motor –

Lighting
halogen spotlights ○1

Covers
sunsilk snc (fabric series 324../329..) ●
sunsilk snc signature (fabric series 369xx) ●
acrylic 34 (fabric series 341..-347..) ●
widely woven acrylic (fabric series 349..) –
sunsilk perla FR (fabric series 374xx/379xx) ○
transolair (fabric series 339..) –
Soltis 92 ○2

PVC fabric ●3

Miscellaneous
bionic tendon ○
coverboard –
system coverboard –
wall sealing profile ○4

pitch adjustment gear –
insertable side blind ○
light and wind sensor ○
valance ○
infra-red heater ○
Vibrabox / Sunis light sensor ○

Coupled units
coupled unit, 2 fields ○5

coupled unit, 3 fields ○
junction roller ○6

one-piece cover (on request) ○

= available, 2 folding arms, 1 rolltex bearing

= available, 2 folding arms1) The dimensions are only valid for fixture without spreader plates (2 folding arms).
2) A shadeplus is not possible.
3) Awnings with 4 m extension are only available with motor (surcharge).
4) Awnings with 3 arms are only available with motor (surcharge).
5) With 3 folding arms, if it has a Shadeplus / drop valance.
6) Please note the minimum widths!
Due to the compact awning construction and depending on the width and the projection, contact between 
cover and folding arms may occur during extension and retraction. This does not have a detrimental effect 
on the functionality and/or durability of the awning.

awning width minimum widths
motor ¹⁾ manual operation ¹⁾

projection 250 300 350 400 450 500 550 600 650 7004) 2 folding arms 3 folding arms 2 folding arms 

187-250 251-300 301-350 351-400 401-450 451-500 501-550 551-600 601-650 651-700 hard-wired bespoke arms hard-wired hard-wired bespoke arms

150 6) 200 187 601 200 187

200 6) 250 237 601 250 237

250 6) 300 287 601 300 287

300 6) 2) 5) 350 337 601 350 338

3502) 6) 4) 400 387 650 400 387

4002⁾ 3⁾ 6) 450 437 696 450 437

dimensions in cm

= available, 3 folding arms, 2 rolltex bearings

Housing tolerances / Awning cover dimensions width projection

housing tolerance +5 / -15 
awning cover width = width less  160 / 180*
awning cover length = awning projection plus 150

* for awnings with Shadeplus / drop valance both for the awning and the shadeplus 
cover					        dimensions in mm

Colours similar to the RAL chart - these may differ slightly from those depicted in 
both hue and finish.
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. = Please insert the RAL No. (please refer to the section on "Coatings")
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The face fixture bracket 
assembly

The face fixture bracket 
assembly

Top fixture bracket 
assembly

150 mm 150 mm 135 mm

5° - 35° 38° - 65° 5° - 35°

77921. 77936. 77937.
Top fixture bracket 
assembly 15

0 Eaves fixture bracket 
assembly

27
0

Eaves fixture bracket 
assembly

150 mm 150 mm 270 mm

38° - 65° 5° - 35° 5° - 35°

77938. 77939. 77940.
Bottom fixture bracket 
assembly

Spreader plate A (including 
bracket bolts)

Spreader plate B  
(including bracket bolts)

160 x 430 x 12 mm 300 x 400 x 12 mm

5° - 35°

77941. 75328. 75327.
Flat plate and angled 
bracket for eaves fixture

Additional eaves fixture 
plate assembly

Spacer plate face/top 
fixture

136 x 150 x 20 mm

N.B.! 
stack to a max. of 200 mmmachine finish 60 x 260 x 12 mm

(please refer to the section 
"Technical Information")

741290 75383. 716331
Spacer plate face/top 
fixture

17
0

250

80 -300
Spacer bracket
for face fixture bracket 
77921. and 77936. 

290

21
0

Cover plate for installation 
with spacer plates and 
spacer brackets in the 
case of external insulation 

136 x 150 x 12 mm 210 x 290 x 2 mm

(please refer to the section 
"Technical Information")

(please refer to the section 
"Technical Information")

(please refer to the section 
"Technical Information")

71644. 77969. 71841.
Bolt reduction assembly 
M 16 - M 12 / SW 27

Bolt reduction assembly 
M 16 - M 10 / SW 27

Bolt reduction assembly 
M 12 - M 10 / SW 27

50 mm length 50 mm length 50 mm length

(please refer to the section 
"Technical Information")

(please refer to the section 
"Technical Information")

(please refer to the section 
"Technical Information")

753891 754921 754911
Bolt reduction assembly 
M 10 - M 10 / SW 27

Wall sealing profile Stand-off strip for wall 
sealing profile

50 mm length available by the metre available by the metre

(please refer to the section 
"Technical Information")

fixture example: see face 
fixture with wall sealing 
profile

fixture example: see face 
fixture with wall sealing 
profile754901 77780. 751971

Angled profile
Eaves fixture

160 x 160 x 12 mm

available by the metre, 
undrilled

701809
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Pull-out force [N=Newton] per upper fixture point according to EN 13561, wind resistance class 2

dimensions in mm
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120

35°

14 14

150

3
4

1

1
1

1
1

6
7

8
9

0
2

15

120

25
90

23

42

72

250

218

5°

15

75

WA

The pull-out force refers to the vertical centre to centre measurement between the fixture points of 90 mm. If this measurement 
is reduced, the pull-out force increases by 2% in the case of compression-proof substrates and by 19% in the case of non-
compression-proof substrates.
M = overall awning width
H = projection
FB = pull-out force per fixing point
HT | BHT = bracket quantity | width
BM = no. of fixing points
WA = wall sealing profile

compression-proof substrate non compression-proof substrate

Face fixture
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Pull-out force [N=Newton] per upper fixture point according to EN 13561, wind resistance class 2

dimensions in mm

markilux 5010

120430
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13375197.
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12 218

35°9
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72 75
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30702307030

42
76

42

18

16
0

5°

WA

The pull-out force refers to the vertical centre to centre measurement between the fixing points of 76 mm. In the case of 
spreader plates a washer conforming to DIN 9021 must be used. 

M = overall awning width
H = projection
FB = pull-out force per fixing point
HT | BHT = bracket quantity | width
BP = no. of spreader plates
DP = no. of spacer plates
BM = no. of fixing points
WA = wall sealing profile
75197. = stand-off strip for wall sealing profile

compression-proof substrate non compression-proof substrate

Face fixture with spreader plate A
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Pull-out force [N=Newton] per upper fixture point according to EN 13561, wind resistance class 2

dimensions in mm
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75197.
15
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The pull-out force refers to the vertical centre to centre measurement between the fixing points of 350 mm. In the case of 
spreader plates a washer conforming to DIN 9021 must be used. 

M = overall awning width
H = projection
FB = pull-out force per fixing point
HT | BHT = bracket quantity | width
BP = no. of spreader plates
DP = no. of spacer plates
BM = no. of fixing points
75197. = stand-off strip for wall sealing profile

compression-proof substrate non compression-proof substrate

Face fixture with spreader plate B
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Pull-out force [N=Newton] per upper fixture point according to EN 13561, wind resistance class 2

dimensions in mm

markilux 5010

77969.

max. 300
min. 8010
A-A

250
200

17
0

12
0

18

A

A
65

The pull-out force refers to the vertical centre to centre measurement between the fixing points of 120 mm. In the case of 
spacer plates a washer conforming to DIN 9021 must be used. 

M = overall awning width
H = projection
FB = pull-out force per fixing point
HT | BHT = bracket quantity | width
BM = no. of fixing points
DH = no. of spacer brackets
77969. = spacer brackets for face fixture brackets 77921. and 77936.

compression-proof substrate non compression-proof substrate

Face fixture with stand-off brackets
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Pull-out force [N=Newton] per upper fixture point according to EN 13561, wind resistance class 2

dimensions in mm
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Technical 
Information
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The pull-out force refers to the vertical centre to centre measurement between the fixture points of 90 mm. If this measurement 
is reduced, the pull-out force increases by 2% in the case of compression-proof substrates and by 19% in the case of non-
compression-proof substrates. 
M = overall awning width
H = projection
FB = pull-out force per fixing point
HT | BHT = bracket quantity | width
BM = no. of fixing points
WA = wall sealing profile

compression-proof substrate non compression-proof substrate

Face fixture with shadeplus
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Pull-out force [N=Newton] per upper fixture point according to EN 13561, wind resistance class 2

dimensions in mm

markilux 5010
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The pull-out force refers to the vertical centre to centre measurement between the fixing points of 76 mm. In the case of 
spreader plates a washer conforming to DIN 9021 must be used. 

M = overall awning width
H = projection
FB = pull-out force per fixing point
HT | BHT = bracket quantity | width
BP = no. of spreader plates
DP = no. of spacer plates
BM = no. of fixing points
WA = wall sealing profile
75197. = stand-off strip for wall sealing profile

compression-proof substrate non compression-proof substrate

Face fixture with shadeplus and spreader plate A
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Pull-out force [N=Newton] per upper fixture point according to EN 13561, wind resistance class 2

dimensions in mm

Fitting 
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Technical 
Information
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The pull-out force refers to the vertical centre to centre measurement between the fixing points of 350 mm. In the case of 
spreader plates a washer conforming to DIN 9021 must be used. 

M = overall awning width
H = projection
FB = pull-out force per fixing point
HT | BHT = bracket quantity | width
BP = no. of spreader plates
DP = no. of spacer plates
BM = no. of fixing points
75197. = stand-off strip for wall sealing profile

compression-proof substrate non compression-proof substrate

Face fixture with shadeplus and spreader plate B
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Pull-out force [N=Newton] per upper fixture point according to EN 13561, wind resistance class 2

dimensions in mm

markilux 5010
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The pull-out force refers to the vertical centre to centre measurement between the fixing points of 120 mm. In the case of 
spacer plates a washer conforming to DIN 9021 must be used. 

M = overall awning width
H = projection
FB = pull-out force per fixing point
HT | BHT = bracket quantity | width
BM = no. of fixing points
DH = no. of spacer brackets
77969. = spacer brackets for face fixture brackets 77921. and 77936.

compression-proof substrate non compression-proof substrate

Face fixture for Shadeplus / drop valance with stand-off brackets
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Pull-out force [N=Newton] per upper fixture point according to EN 13561, wind resistance class 2

dimensions in mm

Fitting 
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Technical 
Information

Optional 
Accessories
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The pull-out force refers to the horizontal centre to centre measurement between the fixture points of 125 mm.

M = overall awning width
H = projection
FB = pull-out force per fixing point
HT | BHT = bracket quantity | width
BM = no. of fixing points

compression-proof substrate non compression-proof substrate

Top fixture
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Pull-out force [N=Newton] per upper fixture point according to EN 13561, wind resistance class 2

dimensions in mm

markilux 5010
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The pull-out force refers to the horizontal centre to centre measurement between the fixture points of 125 mm.

M = overall awning width
H = projection
FB = pull-out force per fixing point
HT | BHT = bracket quantity | width
BM = no. of fixing points

compression-proof substrate non compression-proof substrate

Top fixture with shadeplus
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dimensions in mm
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Torque [Nm = Newton metres] for the fixture bracket next to the arm, shear force [N = Newton] per 
fixing point according to EN 13561, wind resistance class 2
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6
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3
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90

218

30°

5°

50
The shear force is calculated on the basis of 2 fixing points per bracket, because - depending on the roof pitch - it cannot be 
guaranteed that 4 fixing points per bracket can used. 

M = overall awning width
H = projection
Md = torque value for the bracket next to the arm
HT = bracket
FS = shear force
BM = no. of fixing points

Torque Shear force

Eaves fixture
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dimensions in mm

markilux 5010
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3 30°

By using the additional flat fixture plate, the shear force is reduced in comparison with conventional eaves fixture.

M = overall awning width
H = projection
Md = torque value for the bracket next to the arm
HT = bracket
FS = shear force
BM = no. of fixing points

Torque Shear force

Torque [Nm = Newton metres] for the fixture bracket next to the arm, shear force [N = Newton] per 
fixing point according to EN 13561, wind resistance class 2

Eaves fixture with additional plate
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dimensions in mm

dimensions in mm
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dimensions in cm

▲ = please note the minimum widths, dimension A is only valid for standard arms! (Dimension A is 13 cm smaller in the case of bespoke arms.) 
Coupled units are not available with junction roller. 

■ = coupled units are only available with junction roller in the standard widths, in the case of other widths please ask us. 

M = overall awning width
H = projection
A = arm position
HT = bracket
HT | BHT = bracket quantity | width
MB = bracket fixture range
W = face fixture
DE/DA = top fixture and eaves fixture
SB = standard width
ZB = intermediate width
LR = rolltex bearing with bracket is always placed under a central seam

If the brackets cannot be positioned in accordance with this table, make sure the actual measurements are noted on the order form!

Bracket range for awnings with 2 folding arms
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dimensions in cm

markilux 5010

dimensions in cm

▲ = coupled units are not available with a junction roller.

■ = coupled units are not possible.

M = overall awning width
H = projection
A = arm position
B = arm position
HT = bracket
HT | BHT = bracket quantity | width
MB = bracket fixture range
W = face fixture
DE/DA = top fixture and eaves fixture
SB = standard width
ZB = intermediate width
KM = minimum awning width
LR = rolltex bearing with bracket is always placed under a central seam

If the brackets cannot be positioned in accordance with this table, make sure the actual measurements are noted on the order form!

A
M

20 20
B

20

= =

20

118 118

=MB
HTLRHT

HT

Bracket range for awnings with 3 folding arms
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markilux spotline for the markilux 5010 

The light bar with fi xture brackets for the cassette
With the markilux spotline the area underneath the awning is 
bathed evenly in a pleasant light. 

Die markilux spotline can be fi tted or retrofi tted to the 
cassette of the markilux 5010 using additional brackets.

The built-in spotlights can be adjusted individually - they can 
be rotated through 360° and tilted up to 60°. 

Apart from the standard colours the cassette can - for a small 
surcharge - also be powder coated in other RAL colours to 
match the awning.

The markilux spotline is controlled via an On/Off switch. 
It is wired to the mains by means of a connecting plug 
(Hirschmann).

Consequently it is very quick to fit.  With the brackets already 
attached, the markilux spotline is suspended from the 
back joint in the cassette housing. It is then adjusted and 
tightened in place. The power supply cable is secured using 
self-adhesive cable clips. 

Technical specifi cations

power supply (230 V | 50 Hz) 

ingress protection rating IP44 / I

power supply wire 
cross section H05RN-F 3G 3 x 1.0 mm2

power output
(per spotlight) 20 W

length (mm) 200 250 300 350 400

depth x height (mm) 89 x 40

number of spotlights 3 4 5 5 6

40

89

Ill. 1: side view of the markilux 5010 with spotline 
dimensions in mm

250 1500 250

500 1500 500

250 1250 1250 250

250 1500 1500 250

500 1500 1500 500

2000

2500

3000

3500

4000

Ill. 2: quantity of brackets and their separations from one another 
dimensions in mm

Ill. 3: connecting plug (Hirschmann)

1
2

1
2

1 = neutral (blue)
2 = live L (brown)
3 = earth (yellow/green)

33 x 1.0 mm²

H05RN-F 3G

* Colours similar to the RAL chart - these may differ slightly from those depicted 
in both hue and fi nish.

Housing colours
traffi c white - RAL 9016 ●
metallic aluminium - RAL 9006 ●
special powder-coated fi nish ○
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