










Dimensions and configuration options
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Technical advice

10) the dimensions are only valid for fixture without spreader plates (2 folding arms)

Colours similar to the RAL chart - these may differ slightly from those depicted in 
both hue and finish.

Type of shading
exterior ●
interior –

Operation
hard-wired motor ●
radio-controlled motor ○*
manual operation with stainless steel winding handle –
cord pulley system –
operating rod –
hard-wired motor ○
radio-controlled motor ○*

Covers
acrylic 34 (fabric series 341xx-347xx) ○
sunsilk snc (fabric series 324xx/329xx) ○
signature (fabric series 369xx) ○
widely woven acrylic (fabric series 349) ○
transolair (fabric series 339xx) ○
perfotex (fabric series 333xx) ○
perla FR (fabric series 374xx/379xx) ○
Trevira CS ○
Soltis 92 ○
PVC fabric ○

Miscellaneous
wall sealing profile ○
frame system markilux RS 8000 ○
cover profiles for gap between tracks and cover ○
light and wind sensor ○

Coupled units (please refer to the section on awning installation)
coupled unit, 2 fields ○
coupled unit, 3 fields ○

● = standard specification
○ = optional accessories
– = not available
○* = radio-controlled motor using 433 MHz technology

Frame colours
traffic white – RAL 9016 ●
white aluminium - RAL 9006 ○
grey brown - similar to RAL 8019 ○
non-standard powder-coated finish ○

= 1 cover support tube
= 2 cover support tubes

●
● ●
in the case of fixture types 10 + 15 no cover support tubes 

markilux syncra fix / syncra uno fix

Dimensions and frame colours

= available, 2 folding arms

D
HAH

H

SAM

GB

F1

F1

15°

syncra fix with markilux 1600 pavilion 2
with wall fixture to one side

syncra uno fix with markilux 1600 pavilion 2

* Colours similar to the RAL chart - these may differ slightly from those depicted 
in both hue and finish.

● = standard specification 
○ = optional accessory

dimensions in cm

GB = overall width of the unit = 
awning width (M) + 6 cm

SAW = distance from post centre to 
the edge of the substrate = 
awning width (M) - 1 cm

GB = overall width of the unit = 
awning width (M) + 3 cm

SAM = post separation, centre to centre =
awning width (M) - 11 cm

GB = overall width of the unit = 
awning width (M) + 3 cm

SAM = post separation, centre to centre =
awning width (M) - 11 cm

H = projection
AH = unit height
DH = headroom
F1 = concrete foundation with rebar matting
BG = rebar matting

Pitch permanently set to 15°
Coupled units are not possible

Frame colours
traffic white - RAL 9016 ●
metallic aluminium - RAL 9006 ●
grey brown - similar to RAL 8019 ●
off-white textured finish - 5233 (Lounge) ●
nano stone grey metallic - 5215 (Lounge) ●
anthracite metallic - 5204 (Lounge) ●
non-standard powder-coated finish ○

awning width (M)
minimum width headroom 

(DH)
unit height 

(AH)projection 
(H) 350-360 361-410 411-460 461-510 511-560 561-610 611-660

250 296 261
326300 346 248

350 396 234

= available, 3 folding arms
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markilux syncra fix / syncra uno fix

GB = overall width of the unit (depends on the awning model)
H = projection (depends on the awning model)
AH = unit height (depends on the awning model)
DH = headroom (depends on the awning model)
SAM = post separation, centre to centre (depends on the awning model)
F1 = concrete foundation with rebar matting
BG = rebar matting
t = thickness of the base plate

single unit

dimensions in cm

dimensions in mm

made according to technical drawing, every post has to be supported on site by:
• a concrete base of armoured concrete with a compressive strength of C25/30 (previously known as B25) using armour 

matting R188 (F1)
• install the base plate using Fischer anchor bolts FAZ 12/30 made of marine grade stainless steel with washer DIN 9021 

(or equivalent)

syncra fix with two folding-arm awnings

F1F1



Installation dimensions
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markilux syncra fix / syncra uno fix

Coupled units (2 to 3 fields possible depending on the awning model)

GB = overall width of the unit (depends on the awning model)
H = projection (depends on the awning model)
AH = unit height (depends on the awning model)
DH = headroom (depends on the awning model)
SAM = post separation, centre to centre (depends on the awning model)
F1 = outer concrete base with rebar matting (see F1 single unit)
F2 = central concrete base with rebar matting
BG = rebar matting
t = thickness of the base plate
1 = outer post
2 = central post

dimensions in cm

30

100 100
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H
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320
380

32
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0

B-B
t=20

100

A-A
dimensions in mm

made according to technical drawing, every post has to be supported on site by:
• a concrete base of armoured concrete with a compressive strength of C25/30 (previously known as B25) for the 

outermost posts (F1, see single unit) and the central posts (F2) using armour matting R188
• install the base plate using Fischer anchor bolts FAZ 16/50 made of marine grade stainless steel with washer DIN 9021 

(or equivalent)

syncra fix with two markilux folding-arm awnings (per field)

F2F2
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markilux syncra fix / syncra uno fix

GB = overall width of the unit (depends on the awning model)
H = projection (depends on the awning model)
AH = unit height (depends on the awning model)
DH = headroom (depends on the awning model)
SAW = distance from the post centre to the edge of the substrate = awning width (M) - 5 cm (depends on the awning model)
F1 = concrete foundation with rebar matting
BG = rebar matting
t = thickness of the base plate
X = distance from the outermost end of the awning to the edge of the substrate (depends on the awning model)
Y = distance from the outermost end of the awning to the post centre (depends on the awning model)

single unit (coupled units on request)

F1

dimensions in cm

M

100

GB = M + X

SAW

20
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H
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B-B

dimensions in mm

made according to technical drawing, every post has to be supported on site by:
• a concrete base of armoured concrete with a compressive strength of C25/30 (previously known as B25) using armour 

matting R188 (F1)
• install the base plate using Fischer anchor bolts FAZ 12/30 made of marine grade stainless steel with washer DIN 9021 

(or equivalent)

F1

Awning model dimension „X“ dimension „X“
markilux 6000 40 mm 50 mm

markilux 5010 40 mm 60 mm

markilux 3300 60 mm 10 mm

markilux 990 123 mm 117 mm

markilux 1200 60 mm 10 mm

markilux 1500/1550 60 mm 10 mm

markilux pavilion 2 60 mm 10 mm

syncra fix with two folding arm awnings and wall fixture to one side
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GB = overall width of the unit (depends on the awning model)
H = projection (depends on the awning model)
AH = unit height (depends on the awning model)
DH = headroom (depends on the awning model)
SAM = post separation, centre to centre (depends on the awning model)
F1 = concrete foundation with rebar matting
BG = rebar matting
t = thickness of the base plate

single unit

markilux syncra fix /syncra uno fix

D
HAH

H

SAM

GB

F1

F1

15°

dimensions in cm

dimensions in mm

made according to technical drawing, every post has to be supported on site by:
• a concrete base of armoured concrete with a compressive strength of C25/30 (previously known as B25) using armour 

matting R188 (F1)
• install the base plate using Fischer anchor bolts FAZ 12/30 made of marine grade stainless steel with washer DIN 9021 

(or equivalent)

F1F1

syncra uno fix with one folding-arm awning
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Coupled units (2 to 3 fields possible depending on the awning model)

markilux syncra fix /syncra uno fix

GB = overall width of the unit (depends on the awning model)
H = projection (depends on the awning model)
AH = unit height (depends on the awning model)
DH = headroom (depends on the awning model)
SAM = post separation, centre to centre (depends on the awning model)
F1 = outer concrete base with rebar matting (see F1 single unit)
F2 = central concrete base with rebar matting
BG = rebar matting
t = thickness of the base plate
1 = outer post
2 = central post

15°

D
HA
H

H

SAM

SAM

GB

F1

1

1
2

F1

F2

dimensions in cm

dimensions in mm

made according to technical drawing, every post has to be supported on site by:
• a concrete base of armoured concrete with a compressive strength of C25/30 (previously known as B25) for the 

outermost posts (F1, see single unit) and the central posts (F2) using armour matting R188
• install the base plate using Fischer anchor bolts FAZ 16/50 made of marine grade stainless steel with washer DIN 9021 

(or equivalent)

F2F2

syncra uno fix with one folding arm awning (per field)
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